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Neiwot k Ad d res 



I | Obtain an IP address autoimrtic»Ily 



"HP addi?$s; 

— Subnet mask: 
Gale way: 

- H o n a m e { o pt io n a I ) : 

MAC:O0: 80: c8: 26:7b :d? 



To enter a ' use 
_ the * key en the 
remote control. 
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Auto-detect public IP address 
| — O Us# Private IP address [10.50J8.39) 
I I Specify public IP 
Public IP address: 
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| r jl l ^Autemalicall^ cheek far u pdates 

Check for an update now 



Application Version : 1 0.300.1 01 
Boot ||p ; a|fer Ve rsion: 1 .0.4:2 
App Loader Version: 1,0.105.0 




Return all settings to original 
state and remove all stored data 
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System Initialization 
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Public IP Address Information 








167 


Firmware Update Information 
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System Reboot 
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System Initialization 



Connect PHP 
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via HTTP 



Return public IP 
to Transcapture Module 
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set to 
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into DS Server 
database 
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Return phone 

number 
information 
to Transcapture 
Module 
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User clicks "Update' 
on Remote or 
"Check Now" in 
Dialogue Box . 
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Triggered 
by user 
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System Initialization 



Connect, update FTP Server 
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Firmware version comparison 
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Disable automatic 
update function 
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Transcapture Module reboot 
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Client login 
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Set user to a specific 
corresponding group by 
unique CID 
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Send corresponding 
message data 
to client 
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Close connection 
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